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Compliance

Safety

EMC

Frequency

Modulation

Bitrate

Bandwidth

Antenna Type

Nominal Output 
Power

Receive Sensitivity

Security

Spurious Emmissions

Power

Dimensions

Weight

Environment

Operating Temp

433.39 MHz

FSK

9.6 kbps

PCB

10 dBm

-126.2 dBm

128-Bit AES Encryption

250 kHz

• 30 - 1000 MHz: < -56 dBm
• 1 - 12.75 GHz: < -44 dBm
• 1.8 - 1.9 GHz: < -56 dBm
• 5.15 - 5.3 GHz: < -51 dBm

1 * 3.6 V 1500ma

Power, Physical and Environment

200g

110*110*23mm

• designed for above 
ground mounting
• IP68 ingress 
protection

-40° to 80° C

Tested to:
EN 301 489-1 V2.2.3 “ElectroMagnetic 
Compatibility (EMC) standard for radio 
equipment and services;
Part 1: Common technical requirements;
Harmonised Standard for ElectroMagnetic
Compatibility”
Including
a)_Emissions to EN 55032 “Electromagnetic
compatibility of multimedia equipment”.
b)_Transmitter and receiver test to
EN 300 220-1 V3.1.1 ‘Short Range Devices 
(SRD) operating in the frequency range 
25MHz. to 1000MHz; Part 1: Technical 
Characteristics and methods of 
measurement.”
c)_Immunity Tests to EN 301 489-1

Tested to CE Approval

Standby Power 14µA

Activation Power 35mA
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Magnetometer Detection Areas
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